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side guide

Roller blinds Vegas Classic ALU.

Pic. 1 Pic. 2

Purchaser ........................................................................................................................................................................................................................................................

................................................................................................................................................................. Suggested date of delivery

..........................................................................................................................................................................................................................................................................

......................................................

Order form

quantity

[pcs]

height 
of 

mounting*
notes

fabric

name

control
[L\R]

width of blind
(tick the right box [mm])

standard

total

width of fabric
[mm]

(only when it's other 

than standard)

standard

total

guide channels

height of blind**
(tick the right box [mm])

Standard width: width of cassette (without sides and end caps) Measurement  made between edges of glazing bead (pic. 1).

Total width: width of cassette with sides and end caps.

Width of fabric: indicate only when it's other than standard, width of fabric it is 12 mm smaller than standard roller blind width – pic. 1.

Standard height (pic. 2): from the edge of top glazing bead to the end of bottom glazing bead

Height of guide channels: lenght of guide channels only.

Total height: height of cassette + guide channels.

* neccessary to make the product that meets safety standards especially in terms of protecting young children from strangulation of the hanging loop.

** maximum height (depending on fabric group)  can be checked on page 75.

Caution: in case you don't tick the box of width and height , given dimensions will be treated as standard.

equipment 

colour 
(cassette,

 guide channels)
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tel. 56 623 55 77, export@fartprodukt.pl
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