Rolling insect screens - horizontal.

Purchaser v’ F““.I-
Suggested date of delivery Fart Produkt ul. Towarowa 3, 87-100 Torun
tel. 56 623 55 77, export@fartprodukt.pl
type total size of insect screen type of *
colour of cassette, guide channels and bottom bar id yph I c € &
quantity guide channels | £ 2 =
width height , Ss|lao notes
< % [pes] white brown |anthracite| S co! | veneer | veneer painting | standard with 2 S|o®
50 5 [mm] [mm] golden ) . offset | 3 @
c o RAL 9003 [ RAL 8017 | RAL 7016 walnut |winchster RAL Pic. 2 . = E
@ ° oak Pic.3 | @ LAR
1. In case you don't indicate type of guide channels - we use standard guide Pic.1 Cassette. Pic.2 Standard Single. Double.
channels. guide channel. [— 32 —
f
2.Insectscreens are made only with gray net. . 45 4{ 20
3. Painted insect screens require indicating colour of PVC elements. Available 4 —
PVC colours:white, brown and black. .
Pic. 3 Guide channel
with off set. — 32—
*sideis defined by looking from the inside of the room to the outside, itmeans:: i bl
single - view from within. L_r>o
44
double - view from with in - specify the mounting side for the fixed part. l

127
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